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Tungsten Electrodes 

Introduction 

Tungsten is an ideal material for Plasma Arc Welding (PAW) 
and Tungsten Inert Gas / Gas Tungsten Arc Welding (TIG / 
GTAW) welding electrodes. Tungsten or wolfram (hence the 
chemical symbol W) is a very dense gray metal. In fact, its 
name comes from the term “heavy rock” in Nordic languages. 
It has several physical characteristics that make it very desir‐
able in industrial applications. Tungsten has the highest melt‐
ing point (3,422 °C, 6,192 °F) of any pure metal and has the sec‐
ond highest melting point of all elements. It also has the high‐
est tensile strength and lowest thermal expansion of any pure 
metal. Tungsten is also a good electrical conductor. 

In 2000, the world production of tungsten concentrates was 
37,400 metric tons. China and Russia are the biggest producers 
of tungsten by far, followed by Austria, Bolivia, Peru, and Por‐
tugal. Australia, Brazil, Canada, France, Japan, Sweden, South 
Korea, Thailand, and the United States have largely exhausted 
their known deposits. Deposited in narrow veins, tungsten is 
usually mined underground rather than from open pits. The 
ore is crushed and milled to release the tungsten mineral. 

In addition to welding, tungsten has a wide variety of in‐
dustrial uses, especially in cemented carbides (hard metals). 
Applications include metal wires and contacts for lighting, 
electrical, electronic, heating, and of course welding applica‐
tions. Tungsten is also used for armaments (high density pene‐
trators), turbine blades, weights, heat sinks, tool steel, wear re‐
sistant coatings, and high‐temperature lubricants. 
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Tungsten Electrodes 

The high melting temperature and con‐
duction of tungsten make it outstanding for 
PAW and GTAW welding electrodes. In 
normal use, tungsten electrodes are not 
consumed by the welding process, though 
some burn‐off wear occurs. Electrodes 
come in clean or ground finishes. Great for 
heat conduction, ground electrodes have a 
polished surface and are ground to a uni‐
form size. Electrodes are available from 3ʺ 
to 24ʺ in length with diameters running 
from .02ʺ to .25ʺ. 

Choosing Tungsten  

Electrodes 

When choosing a tungsten electrode’s com‐
position, diameter, and tip shape, you 
should consider: 

• The amperage range needed 
• The shape and thickness of the 

welded metal 
• The type of welded metal 
• The type of welding power source 

including wave type and output fre‐
quencies 

• Whether you plan to use AC or DC 
current 

Tungsten Electrode Alloys 

Advantages 
While pure tungsten is a good material for 
electrodes, tungsten rare‐earth alloys per‐

form even better. Benefits include: 
• Better current capacity, including 

low‐current performance 
• Improved point maintenance rather 

than balling, producing a narrower 
arc cone with less wandering 

• Longer service life 
Classifications 
Both the International Organization for 
Standardization (ISO) and the American 
Welding Society (AWS) have standardized 
tungsten electrodes in ISO 6848 and AWS 
A5.12 respectively. The electrodes are clas‐
sified and color coded by the type and 
quantity of alloying elements added to the 
tungsten (see table). 

The color appears as a dab of paint on 
the end of the electrode. The most common 
types in the U.S. are: 

• 1.5% lanthanated tungsten 
• 2% ceriated tungsten 
• 2% thoriated tungsten 
• Pure tungsten 
• Rare‐earth hybrid tungsten 
No matter what alloy you choose, the 

most important factor is electrode quality. 
Quality manufacturers test their electrodes 
for chemical content, density, grain size, 
length, diameter, straightness, and rough‐
ness.  
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Poorly manufactured tungsten electrodes 
can present a host of problems including: 

• Bends, especially in 1/16” diameter 
and smaller electrodes, which cause 
arc performance issues 

• Flaking color‐coding paint, which 
can make electrode identification 
difficult or can contaminate the weld 

• Inconsistent diameter, which causes 

fitting issues with collets 
• Inconsistent finish, such as spotty 

texture and uneven grinding, which 
causes arc performance issues 

• Inconsistent rare‐earth dopant distri‐
bution, which causes arc perform‐
ance issues 
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Alloy AWS 
Color 

AWS 
Class 

ISO 
Color 

ISO 
Class 

None (pure tungsten) Green EWP Green WP 
2% cerium oxide Orange EWCe-2 Gray WC20 
1% lanthanum oxide Black EWLa-1 Black WL10 
1.5% lanthanum oxide Gold EWLa-1.5 Gold WL15 
2% lanthanum oxide Blue EWLa-2 Sky-blue WL20 
1% thorium oxide Yellow EWTh-1 Yellow WT10 
2% thorium oxide Red EWTh-2 Red WT20 
3% thorium oxide     Violet WT30 
4% thorium oxide     Orange WT40 
2% yttrium oxide     Blue WY20 

0.3% zirconium oxide Brown EWZr-1 Brown WZ3 

0.8% zirconium oxide     White WZ8 
Rare earth hybrid Gray EWG     

Types of Tungsten Electrodes 

Alloy AC DC 
None (pure tungsten) yes no 
Cerium oxide no high current no 
Lanthanum oxide yes yes 

Thorium oxide specialty uses only yes (top choice for high 
current) 

Yttrium oxide yes yes 
Zirconium oxide yes (top choice) no 
Rare earth hybrid yes yes 

Best Uses for Tungsten Alloy Electrodes  



Tungsten Electrodes 

Pure Tungsten Electrodes 
Electrodes made with pure tungsten (WP 
or EWP) are general purpose budget mod‐
els (the WP stands for wolfram pure and the 
E stands for electrode). Pure tungsten is 
harder to start and maintain a stable arc. It 
also suffers from high burn‐off resulting in 
a shortened service life. Pure tungsten elec‐
trodes are color coded green (both ASW 
and ISO). These electrodes form a balled tip 
when heated and have good arc stability 
for AC balanced‐wave welding, especially 
on aluminum and magnesium. Pure tung‐
sten electrodes are not recommended for 
DC welding. 
Cerium-Oxide Tungsten 
Electrodes 
Electrodes with cerium oxide (ceria) added 
(WC or EWCe) offer improved arc stability 
and starting while reducing burn off when 
compared to pure tungsten electrodes. A 
2% cerium oxide alloy is considered a uni‐
versal moderate‐current tungsten electrode. 
Cerium Oxide Tungsten electrodes are es‐
pecially good for low‐amperage applica‐
tions, DC orbital tube, pipe, thin sheets, 
and small parts. Like thoriated tungsten, 
these electrodes are good for DC welding 
on carbon steel, stainless steel, nickel, and 
titanium. In fact, welders often have diffi‐
culty discerning any performance differ‐
ence between ceriated and thoriated tung‐
sten electrodes. Unlike thoriated ones, ceri‐
ated tungsten electrodes are not recom‐
mended for higher amperages because the 
oxide will migrate to the tip of the electrode 

causing arc quality issues. 2% cerium‐oxide 
tungsten electrodes are color coded orange 
(ASW) or gray (ISO). 
Lanthanum-Oxide Tungsten 
Electrodes 
Electrodes with lanthanum oxide 
(lanthana) added (WL or EWLa) provide 
similar benefits to cerium oxide, namely 
improved arc stability and starting while 
reducing burn off when compared to pure 
tungsten electrodes. A 1–2% lanthanum ox‐
ide alloy is considered a universal tungsten 
electrode. With similar conductivity charac‐
teristics to 2% thoriated tungsten, 1.5% lan‐
thanated tungsten is a good replacement 
for thoriated tungsten electrodes when the 
latter is not dictated by code. Lanthanated 
tungsten electrodes with a pointed end 
work well for DC negative electrode and 
AC square‐wave power sources. Electrodes 
with ball‐shaped ends work well with AC 
sine wave power sources. 1% lanthanum‐
oxide tungsten electrodes are color coded 
black (ASW and ISO), and 1.5% are color 
coded gold (ASW and ISO). 
Rare-Earth Hybrid Tungsten 
Electrodes 
In addition to the standard alloys, there are 
many proprietary alloy blends created by 
manufacturers. In the AWS system, those 
are designated as EWG. 
Yttrium-Oxide Tungsten 
Electrodes 
Electrodes with yttrium oxide added (WY) 
provide similar benefits to cerium oxide. 
2% yttrium‐oxide tungsten electrodes are 
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color coded blue (ISO only). Yttrium is 
sometimes used in proprietary “rare earth” 
blends. 
Zirconium-Oxide Tungsten 
Electrodes 
Electrodes with zirconium oxide (zirconia) 
added (WZ or EWZr) improve arc stability, 
starting, and current capacity. They are a 
top choice for AC welding because they 
combine the stable arc and balled end typi‐
cal of pure tungsten with the current capac‐
ity and starting characteristics of thoriated 
tungsten. These electrodes are used radio‐
graphic‐quality applications with mini‐
mum tungsten contamination. .3% zirco‐
nium‐oxide tungsten electrodes are color 
coded brown (ASW and ISO), and .8% is 
color coded white (ISO only). 
Thorium-Oxide Tungsten 
Electrodes 
Electrodes with thorium oxide (thoria) 
added (WT or EWTh) are usually intended 
for DC applications. They provide similar 
benefits to the other alloys but can with‐
stand even higher temperatures, depositing 
less tungsten into the weld puddle. Tho‐
rium oxide has fallen out of favor because it 
is radioactive with the attendant health 
concerns, especially when grinding an elec‐
trode. Alloys with a higher concentration of 
lanthanum oxide provide similar benefits; 
however, some codes still specifically call 
for thorium alloys. Thoriated electrodes are 
primarily used for DC welding on carbon 
steel, stainless steel, nickel, and titanium; 
however, they are also used for specialty 

AC welding, such as thin‐gauge aluminum 
and materials less than 0.060 inches thick. 
Thoriated tungsten is especially good at 
maintaining its sharpened edge, which is 
essential for thin materials. Thoriated tung‐
sten electrodes are recommended for 
higher amperages because the oxide will 
not migrate to the tip of the electrode, caus‐
ing arc quality issues. 1% thorium‐oxide 
tungsten electrodes are color coded yellow 
(ASW and ISO), and 2% are color coded red 
(ASW and ISO). 3% and 4% are color coded 
violet and orange respectively (ISO only). 

Choosing Electrode Sizes 

Lengths 
Tungsten electrodes come in lengths of 3ʺ, 
6ʺ, 7ʺ, 12ʺ, 18ʺ, and 24ʺ with 7ʺ being the 
most common in the U.S. and 6ʺ (152 mm) 
the most common in Europe. For auto‐
mated TIG / GTAW and PAW applications, 
electrodes are often custom cut and ground 
to minimize variables. 
Diameters 
Electrode diameter is determined by the 
smallest diameter that can handle the am‐
perage that you require. A smaller diame‐
ter means greater control and a more fo‐
cused arc in addition to simply saving 
money. Rare‐earth tungsten alloys increase 
the current capacity over pure tungsten 
electrodes. Similarly modern power 
sources have also increased the current ca‐
pacity all electrodes. The following charts 
provide some amperage guidelines: 
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Electrode Diameter 
Pure and Rare-
Earth Tungsten 

Electrodes 
(Amperes) 

0.010" 
(0.25 mm) Up to 15 

.020" 
(0.50 mm) 5–20 

.040" 
(1.0 mm) 15–80 

0.060" 
(1/16" or 1.6 mm) 70–150 

0.093" 
(3/32" or 2.4 mm) 150–250 

0.125"  
(1/16" or 1.6 mm) 250–400 

0.156" 
(5/32" or 4.0 mm) 400–500 

0.187" 
(3/16" or 4.8 mm) 500–750 

0.250" 
(1/4" or 6.4 mm) 750–1000 

DCEN (DC Straight Polarity) 
Tungsten-Electrode Current Capacities 

Electrode Diameter 
Pure and Rare-
Earth Tungsten 

Electrodes 
(Amperes) 

0.010" 
(0.25 mm) N/A 

.020" 
(0.50 mm) N/A 

.040" 
(1.0 mm) N/A 

0.060" 
(1/16" or 1.6 mm) 10–20 

0.093" 
(3/32" or 2.4 mm) 15–30 

0.125"  
(1/16" or 1.6 mm) 25–40 

0.156" 
(5/32" or 4.0 mm) 40–55 

0.187" 
(3/16" or 4.8 mm) 55–80 

0.250" 
(1/4" or 6.4 mm) 80–125 

DCPN (DC Reverse Polarity) 
Tungsten-Electrode Current Capacities 

Unbalanced Wave AC 
Tungsten-Electrode Current Capacities 

Electrode Diameter 
Pure 

Tungsten Electrodes 
(Amperes) 

Rare-Earth 
Tungsten Electrodes 

(Amperes) 
0.010" 

(0.25 mm) Up to 15 Up to 15 

.020" 
(0.50 mm) 5–15 5–20 

.040" 
(1.0 mm) 10–60 15–80 

0.060" 
(1/16" or 1.6 mm) 50–100 70–150 

0.093" 
(3/32" or 2.4 mm) 100–160 140–235 

0.125"  
(1/16" or 1.6 mm) 150–210 225–325 

0.156" 
(5/32" or 4.0 mm) 200–275 300–400 



Choosing and Preparing 

Electrode Tips 

Once you’ve chosen the smallest diameter 
electrode of the correct alloy that can han‐
dle your current requirements, the next 
step is choosing and preparing the correct 
tip for the electrode. You have three 
choices: balled, pointed, or truncated. 
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Electrode Diameter 
Pure 

Tungsten Electrodes 
(Amperes) 

Rare-Earth 
Tungsten Electrodes 

(Amperes) 
0.187" 

(3/16" or 4.8 mm) 250–350 400–500 

0.250" 
(1/4" or 6.4 mm) 325–450 500–630 

Balanced Wave AC 
Tungsten-Electrode Current Capacities 

Electrode Diameter 
Pure 

Tungsten Electrodes 
(Amperes) 

Rare-Earth 
Tungsten Electrodes 

(Amperes) 
0.010" 

(0.25 mm) Up to 15 Up to 15 

.020" 
(0.50 mm) 10–20 5–20 

.040" 
(1.0 mm) 20–30 20–60 

0.060" 
(1/16" or 1.6 mm) 30–80 60–120 

0.093" 
(3/32" or 2.4 mm) 60–130 100–180 

0.125"  
(1/16" or 1.6 mm) 100–180 160–250 

0.156" 
(5/32" or 4.0 mm) 160–240 200–320 

0.187" 
(3/16" or 4.8 mm) 190–300 290–390 

0.250" 
(1/4" or 6.4 mm) 250–400 340–325 

 

Ball Tips 
Balled tips are for AC power sources using 
sine or conventional square wave technol‐
ogy. Pure and zirconiated tungsten are the 
best alloy choices for balled tips. The ball 
appears naturally on the electrode when 
you apply the correct current for the elec‐
trode’s diameter. In proper use, the balled 
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end shouldn’t exceed 1.5 times the elec‐
trode’s diameter. For instance, the ball on a 
1/8ʺ electrode should not exceed 3/16ʺ. If 
the ball gets bigger than that, the arc will 
lose stability, and the ball may fall off, con‐
taminating the weld. 
Pointed and Truncated Tips 
Pointed and truncated tips are best for DC 
and modern advanced AC welding. A tip 
provides more control over the arc and 
makes for easier starting but it also must 
carry more current over a smaller mass 
without melting. That is why the higher 
current capacity of the rare‐earth alloys is 
desirable. 

Properly preparing a pointed or trun‐
cated tip is critical to performance and a 
quality arc. You need a grinding wheel 
that’s specifically designed for this pur‐
pose. We have a separate Technical Focus 
Sheet, Grinding Tungsten Electrodes with Dia‐
mond Wheels, on that topic. 

Ball, pointed, and truncated tips. 

In general, you should grind the electrodes 
parallel to their length, not at a 90˚ angle. 
That is, the grinding marks should run the 
length of the electrode, which minimizes 
ridges that might encourage arc wandering. 
The taper should be 2 to 2.5 times the elec‐

trode’s diameter. For instance, a 1/8ʺ di‐
ameter electrode should have a taper be‐
tween 1/4ʺ and 5/16ʺ long. 

A pointed tip transfers current in a fo‐
cused arch that helps prevent distortion in 
thin metals (0.005ʺ to 0.040ʺ); however, a 
pointed tip cannot handle high current ap‐
plications—the tip will melt and drop off, 
contaminating the weld puddle. For higher 
power applications, a slightly truncated 
(flattened) tip is best. To truncate the tip, 
create a pointed tip first and then grind a 
0.01ʺ to 0.03ʺ flat area on the end. For this 
purpose, you can grind at a 90˚ angle. 

About Arc-Zone.com 

Jim Watson 
Jim is CEO and founder of Arc‐Zone.com. 
He is a master fabricator with years of 
hands‐on experience in his own shop and 
also as a winning motorcycle racer, car 
builder, and chief mechanic for a top mo‐
torsports team. He also has extensive ex‐
perience in manufacturing, technical sales, 
and product development. Before launch‐
ing Arc‐Zone.com, he held leadership posi‐
tions in some of the most respected compa‐
nies in the welding industry. 
Arc-Zone.com 
Under Jim’s direction, Arc‐Zone.com has 
led the industry in product innovation and 
online sales and service, becoming the 
world’s leading supplier of high‐quality, 
high‐performance welding and metal 


	Arc-Zone.com®  Technical-Focus Sheet

	Tungsten Electrodes

	Introduction

	Inside

	Choosing Tungsten 
Electrodes

	Tungsten Electrode Alloys

	Advantages

	Classifications

	Pure Tungsten Electrodes

	Cerium-Oxide Tungsten Electrodes

	Lanthanum-Oxide Tungsten Electrodes

	Rare-Earth Hybrid Tungsten Electrodes

	Yttrium-Oxide Tungsten Electrodes

	Zirconium-Oxide Tungsten Electrodes

	Thorium-Oxide Tungsten Electrodes

	Choosing Electrode Sizes

	Lengths

	Diameters

	Choosing and Preparing Electrode Tips

	Ball Tips

	Pointed and Truncated Tips

	About Arc-Zone.com

	Jim Watson

	Arc-Zone.com



<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJDFFile false

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /DAN <>

    /DEU <>

    /ESP <>

    /FRA <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /PTB <>

    /SUO <>

    /SVE <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



